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CABO RG11/U

CAMERA PORT

AIR SUPPLY QUALITY SHOULD MEET OR
EXCEED THE FOLLOWING SPECIFICATIONS:
PRESSURE DEW POINT 35°F FILTERED TO 5

MICRONS.

5 PSI BELOW MILL AIR PRESSURE (73 PSI
MINIMUM, 100 PSI MAXIMUM).

455
280
140140

455

—

38

FL+10950

I

| 130

e

T

INT.

EXT.

200
(x50
373

CAIXA DE VEDAGAO

280
x200
910

{ CHAR-BED
CAMERA

32(1.25")

HUH
HAH

184
159

i
|

CTE)

757)

19(

CAMERA M330

9¢

¢ MONITOR CHAR-BED

e+

PROCESSADOR PIROMETRICO 1170(46.07 ”
HODELD M702 | 20(.80") 19(.75")
\2x¢.378t885 —
p. ) S|
MONITOR 20" RGB — Zle
~N|lo
P
WATER WALL 165(6.57
120 VAC
CABO RG11/U ",
- M DETALHE "A
_— ,—T Cutting head
970 200
/
FL+13050 /
/ Il
330
< < 195(7.7") o~ /E
< -
Q
| 8
o o ) MONTOR
. | arft ], L me
© s i
w
wn
1‘4-20 TAPPED LIMPADOR
HOLES
! 52,8(2.0"
¢ Q. PARTIDA /
FL+10350 /
FL+9250 1
NOTE: |
THE BOILER EXPANDS VERTICALLY DOWNWARD 4, COMPONENTS SHOWN ARE TYPICAL,
AS IT HEATS AND CONTRACTS UPWARD AS EQUIVALENT OR BETTER MAY BE SUBSTITUTED.
IT COOLS AS MUCH AS 12 IN. ANY CONNECTION AR PIPING TO BE SUPPOETRD
BETWEEN BOILER AND BUILDING MUST AS REQUIRED TO LOCATE AND STABILIZE.
ACCOMMODATE THIS EXPANSION.
5. DO NOT USE TEFLON TAPE AT PIPE JOINTS.
AIR HOSES AND THEIR RELATED COMPONENTS TEFLON PASTE COMPOUNDS ARE PREFERRED.
WIL BE SUPPLIED IN BULK QUANTITIES BY EXTRA CARE SHOULD BE TAKEN NOT TO
ANTHONY—ROSS CO., INSTALLATION AND ASSEMBLY OVER PASTE THE JOINT AS THIS MAY CAUSE
WIL BE REQUIRED BY THE INSTALLATION CONTRACTOR. PLUGGING OF THE SOLENOID VALVE.
AR HOSES TO HAVE ADEQUATE CLEARANCE FROM
OBSTRUCTIONS DURING OPERATION. 6. PRESSURE REGULATOR SHOULD BE SET TO

NOTAS

ESCOPO DE FORNECIMENTO QUADTEK

- CAMERA MODELO M330

-LENTE DE 60" COM ANGULO RETO E VISUALIZAGAO 90° HORIZONTAL,72° VERTICAL.
- CABO DE VIDEO RG-59/U COM CONECTORES UHF E BNC.

- SISTEMA DE RETRACAO PNEUMATICO AUTOMATICO MODELO M330/03CAMO0002

- TRILHO DA RETRAGAO DE 66" DE COMPRIMENTO.
- RESERVATORIO DE AR PARA RETRAGAO.

- CABO ELETRICO PARA ALIMENTAGAO DO PAINEL DA RETRACAO COM 5 METROS.

- SISTEMA DE FILTRO DE AR FILTRADO DE DOIS ESTAGIOS M407

- UM FILTRO DE 5 MiCRON PARA REMOGAO DE SOLIDOS E UMIDADES.
- UM FILTRO DE 0.01 MiICRON PARA REMOGAO DE VAPORES E GASES.
- VALVULA REGULADORA DE ENTRADA DE AR COM TRAVA.

- SUPERVISAO DE MONTAGEM E STARTUP (A COMBINAR)

ESCOPO DO CLIENTE

- ESCOPO PNEUMATICO:

- ESCOPO ELETRICO:

- DISPONIBILIZAR 02 PONTOS DE ALIMENTAGA

- ESCOPO MECANICO:

- FIXAGAO DO FACEPLATE NA ABERTURA.
- A ABERTURA NA PAREDE DEVE SEGUIR AS DIMENSOES CONFORME CONJUNTO DE

RESERVATORIO DE AR, PAINEL DA RETRAGAO E SOLENOIDE.

- NOTAS:

- A CAMERA DEVERA PERMANECER NA CAIXA ATE A DATA DO STARTUP
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