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Features / Benefits

• A five-micron filter removes solids
and bulk liquids

• Second 0.01 micron filter removes
remaining oil vapors and corrosive
gases

• Independent gauges and regulators
monitor air flow for camera and
lens

• Bypass option for easy filter
replacement

• Low maintenance and no tools
required

IST’s Quadtek video imaging systems owe much of
their long-life and reliability to the use of cooling purge
air which serves to cool and clean the camera enclo-
sure and lens. A constant supply of clean air is es-
sential for proper camera operation and protection.
The supply air used for this purpose is a potential
source of dirt, oil, water, and chemical contaminates
and requires filtering before use. The M407 Two-
Stage Air Filter provides clean air in industrial envi-
ronments. The M407 is used in applications where
there is a higher air contaminate content level, and
the maximum flow needed is 129 SCFM @ 100 psig.
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QUADTEK M407 Air Filter
Specifications and Performance

204 IST Center
Horseheads, NY 14845 USA
Tel: 607-562-4300
800-432-1478
Fax: 607-562-4392
E-mail: istrees@istcorp.com

Station Road
Alton, Hampshire
GU34 2PZ, UK
Tel: 01420 541600
Fax: 01420 541700
E-mail: info@istcorp.co.uk

19501 144th Avenue NE, Suite F1100
Woodinville, WA 98072 USA
Tel: 425-881-0778
Fax: 425-869-0667
E-mail: sales@quadtek.com

12954 Stonecreek Drive, Suite C
Pickerington, OH 43147 USA
Tel: 614-367-2050
Fax: 614-367-2464
E-mail: sales@quadtek.com

Imaging and Sensing Technology Corporation

Maximum Operating Temperature ................................................................................... 150° F (65° C)

Maximum System Air Flow (WET) ................................................................................... 129 SCFM @ 100 psig inlet (60 dm3/s-1)

Maximum Inlet Pressure .................................................................................................. 246 psig (1700 kPa) (17 bar g)

Lens Cooling Pressure Regulation .................................................................................... 0 to 58 psig (0 to 400 kPa) (0~4 bar g)

Pressure Regulation: Purge Camera Cooling ............................................................... 0 to 58 psig (0 to 400 kPa) (0~4 bar g)

Vortex Camera Cooling ............................................................. 0 to 160 psig (34 to 1104 kPa)

Maximum Dimensions ...................................................................................................... 21.6" H x 13.3" W x 6.6" D  (548mm x 337mm x 168mm)

Maximum Dimensions (Bypass Version) .......................................................................... 27.5" H x 14.5" W x 6.6" D  (700mm x 369mm x 168mm)

M407 Air Filter with Purge Air Regulator ........................................................................ GAS.00341 gauge (0~4 bar)

M407 Air Filter with Options ............................................................................................ GAS.00344, includes:
Purge air regulator
Filter stage bypass with Low flow switch 5 SCFM (2.4 dm3/sec)
Alarm contact for pressure drop across filter above 10 psid

M407 Air Filter with Vortex Regulator ............................................................................. GAS.00340 gauge (0~10 bar)

M407 Air Filter with Options ............................................................................................ GAS.00343 gauge (0~4 bar), includes:
Vortex Regulator
Filter stage bypass with Low flow switch 5 SCFM (2.4 dm3/sec)
Alarm contact for pressure drop across filter above 10 psi

M407 Cooling Hose .......................................................................................................... Aeroquip SH925 (5 meters)

Optional High Temperature Air Hoses .............................................................................. /HT

Optional Dust Cover ......................................................................................................... /CVR

Net Weight (actual weight varies with options selected) ............................................... 18 lbs (8 kg)

Shipping Weight ............................................................................................................... Approximately 19 lbs (9 kg)

Options

Water Separator ............................................................................................................... /AD120-407

BSP to NPT Adaptor Kit .................................................................................................... Kit.00060

3/4”
BSP

1/2”
BSP

1/2”
BSP

1/2”
BSP

1/2”
BSP

M407 Front View M407 Front View with Bypass Option


